Our Products
 
Dropside
With a market leading payload offering, our Dropside bodies are designed to meet the stringent requirements of EN12642 XL & EN12640 and are fully compliant with the 2006/42/EC Machinery Directive.
 
Featuring a headboard with a full height bulkhead punched infill panel for driver protection, a one-piece full birch, a non-slip deck, and wire ropes to secure the tailboard and prevent obstruction of rear lamps.
 
To download the full Dropside fact sheet, visit www.ingimex.com.
 
Tipper
Like Dropside, our Tipper bodies have been manufactured and designed to meet the requirements of EN12642 XL & EN12640 and are fully compliant with the 2006/42/EC Machinery Directive.
 
The product features a headboard as standard fitted with a full height bulkhead which has a punched infill panel for added driver protection, a hydraulic lift mechanism with overload and hose burst protection, side mounted top and bottom tail-board lock mechanisms to prevent finger traps, and wire ropes to secure the tail-board.
 
All moving parts on the Ingimex tipper are maintenance free. To download the full Tipper fact sheet, visit www.ingimex.com.
 
Luton Van
Designed for dry freight or secure loads, the Ingimex Luton Van has a market leading payload and is tailored to a wide range of chassis brands. Again, like all our products, Luton meets the requirements of EN12640, and is tested to the latest European Standards.
 
The Luton also comes with a comprehensive range of features fitted as standard, and can be easily adapted to allow for the addition of a tail-lift.
 
 
 
LCV Spare Parts
Our bodies are constructed with the unique principle of bolted construction in favour of welded assemblies, which means parts can be easily replaced – within just two hours at our dedicated facility or clients can undertake this themselves if they prefer.
 
We also provide straight-forward instruction manuals and combine 24-hour service delivery of our component parts, which all means that an Ingimex body won’t be off the road for long, and the end user won’t face long downtime.
 
 
 
 
 
 
 

