Specifications
 
Pick-up and Tip-up Body Specifications
 
	Body Type
	Pick-up
	Pick-up
	Tip-up

	Cab Style
	Single Cab
	Double Cab
	Single Cab

	Frame Length
	LWB
	LWB
	LWB

	(X) Wheel Base (mm)
	3400
	3400
	3400

	(A) Internal Length (mm)
	3003
	2236
	2710

	(B) Internal Width (mm)
	1868
	1868
	1868

	(B) External Width (mm)
	1999
	1999
	1999

	(C) Sideboard Height (mm)
	400
	400
	400

	(D) Tail-board Height (mm)
	400
	400
	600

	(E) Overall Length (mm)
	5664
	5664
	5375


 
 
Our new T6-Pick-up and T6-Tip-up bodies supplement the Volkswagen Transporter chassis, enabling end users, for the first time ever, to benefit from increased payloads of 1tonne and 1.2tonne respectively, which until now was restricted to larger vehicles.  
 
The new bodies have been designed exclusively for the Transporter chassis aesthetics with tubular bulkheads and underbody footsteps aligning with the cab’s profile, and with multiple load securing points incorporated into the new design of both the deck and bulkhead, providing users with an extensive provision of payload security and safety.
 
Our in-house technical team has designed the new bodies to be even more agile than before and compatible, initially with the VW Transporter, with a modified version potentially to be scaled across the manufacturer’s Crafter chassis with additional payload and volume options.
 
 
 
 
 
 
Pick-up | Tip-up

Core Features | Pick-up:
 
ü  Payload: Up to 1.2tonne
ü  LWB Single and Double cab
ü  Conforms to the latest European Standards for strength of body structure and load securing points
ü  Not available from any other UK manufacturer
ü  Cab coloured body side and tail boards
ü  Contoured tubular bulkheads and underbody footsteps for complementary cab profile
ü  Multiple provision for access to the platforms
ü  Flat, unobstructed load areas of over 1.8m wide (1878mm) and 3m long
ü  Multiple load securing points incorporated in both deck and bulkhead
ü  Bolted construction of all elements for efficient maintenance and accident repair
ü  Extensive use of non-ferrous materials
ü  Electrophoretic finishing to achieve highest standard available across the market for corrosion resistance and component recyclability
ü  Suitable for all climates.
 
Core Features | Tip-up:
 
ü  Payload: Up to 1tonne
ü  LWB Single Cab
ü  Conforms to the latest European Standards for strength of body structure and load securing points
ü  Not available from any other European manufacturer
ü  Cab coloured body sides with tail board in high visibility finish
ü  Contoured tubular bulkheads and underbody footsteps for complementary cab profile
ü  Multiple provision for access to the platforms
ü  Flat, unobstructed load areas of over 1.8m wide (1878mm) and 2.9m long
ü  Multiple load securing points incorporated in both deck and bulkhead
ü  Bolted construction of all elements for efficient maintenance and accident repair
ü  Extensive use of non-ferrous materials
ü  Electrophoretic finishing to achieve highest standard available across the market for corrosion resistance and component recyclability
ü  Suitable for all climates.

